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Executive Summary

The Army National Guard (ARNG) is performing Preliminary Assessments (PAs) and Site
Inspections (Sls) for Perfluorooctanesulfonic acid (PFOS) and Perfluorooctanoic acid (PFOA)
Impacted Sites at ARNG Facilities Nationwide. A PA for per- and polyfluoroalkyl substances
(PFAS)-containing materials was completed for Camp Shelby Joint Forces Training Center (Camp
Shelby; also referred to as the “facility”) in Mississippi, to assess potential PFAS release areas
and exposure pathways to receptors. Camp Shelby is constructed on a parcel of land comprised
of several owners such as the state of Mississippi, the Department of Defense, US Forest Service,
and private landowners through leases. The performance of this PA included the following tasks:

e Reviewed available administrative record documents and Environmental Data Resources,
Inc. (EDR)™ report packages to obtain information relevant to potential PFAS releases, such
as: drinking water well locations, historical aerial photographs, Sanborn maps, and
environmental compliance actions in the area surrounding the facility;

e Conducted a site visit on 14 March 2019 and completed visual site inspections at locations
where PFAS-containing materials were suspected of being stored, used or disposed,;

e Interviewed current and former MSARNG Camp Shelby personnel during the site visit and
MSARNG environmental managers and operations staff;

e Identified Area(s) of Interest (AOIs) and developed a preliminary conceptual site model (CSM)
to summarize potential source-pathway-receptor linkages of potential PFAS in sall,
groundwater, surface water, and sediment for each AOI.

Three AOIs related to potential PFAS releases were identified at Camp Shelby during the PA. The
AOlIs are shown on Figure ES-1 and described in Table ES-1 below:

Table ES-1: AOIs at Camp Shelby

Area of Interest Name Used by Potential Release Dates
AOI 1 Release Area A MSARNG 1980s - 2004
AOI 2 Release Area B MSARNG 1980s — 2004
AOI 3 Release Areas C & D MSARNG 1969 - present

Based on potential PFAS releases at these AOIs, there is potential for exposure to PFAS
contamination in media at or near the facility. The preliminary CSM for Camp Shelby, which
presents the potential receptors and media impacted, is shown on Figure ES-2. Based on the US
Environmental Protection Agency (USEPA) Unregulated Contaminant Monitoring Rule 3 data, it
was indicated that no PFAS were detected in a public water system above the USEPA's lifetime
Health Advisory level within 20 miles of the facility. PFAS analyses performed in 2016 had method
detection limits that were higher than currently achievable. Thus, it is possible that low
concentrations of PFAS were not detected during the UCMR3 but might be detected if analyzed
today.
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1. Introduction

1.1 Authority and Purpose

The Army National Guard (ARNG) G9 is the lead agency in performing Preliminary Assessments
(PAs) and Site Inspections (Sls) for Perfluorooctanesulfonic acid (PFOS) and Perfluorooctanoic
acid (PFOA) at Impacted Sites at ARNG Facilities Nationwide. This work is supported by the
United States (US) Army Corps of Engineers (USACE) Baltimore District and their contractor
AECOM Technical Services, Inc. (AECOM) under Contract Number W912DR-12-D-0014, Task
Order W912DR17F0192, issued 11 August 2017.

The ARNG is assessing potential effects on human health related to processes at facilities that
used per- and poly-fluoroalkyl substances (PFAS), primarily in the form of aqueous film forming
foam (AFFF) released as part of firefighting activities, although other PFAS sources are possible.
In addition, the ARNG is assessing businesses or operations adjacent to the ARNG facility (not
under the control of ARNG) that could potentially be responsible for a PFAS release.

PFAS are classified as emerging environmental contaminants that are garnering increasing
regulatory interest due to their potential risks to human health and the environment. PFAS
formulations contain highly diverse mixtures of compounds. Thus, the fate of PFAS compounds
in the environment varies. The regulatory framework at both federal and state levels continues to
evolve. The US Environmental Protection Agency (USEPA) issued lifetime Drinking Water Health
Advisories (HAs) for PFOA and PFOS in May 2016, but there are currently no promulgated
national standards regulating PFAS in drinking water.

This report presents the findings of a PA for PFAS-containing materials at Joint Forces Training
Center (Camp Shelby; also referred to as the “facility”) in Mississippi, in accordance with the
Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA), as
amended, the National Oil and Hazardous Substances Pollution Contingency Plan (40 Code of
Federal Regulations [CFR] Part 300), and Army requirements and guidance.

This PA documents the locations where PFAS may have been released into the environment at
Camp Shelby. The term PFAS will be used throughout this report to encompass all PFAS
chemicals being evaluated, including PFOS and PFOA, which are key components of AFFF.

1.2  Preliminary Assessment Methods

The performance of this PA included the following tasks:

o Reviewed available administrative record documents and Environmental Data Resources,
Inc. (EDR)™ report packages to obtain information relevant to potential PFAS releases, such
as: drinking water well locations, historical aerial photographs, Sanborn maps, and
environmental compliance actions in the area surrounding the facility;

e Conducted a site visit on 14 March 2019 and completed visual site inspections (VSls) at
locations where PFAS-containing materials were suspected of being stored, used, or
disposed;

e Interviewed current and former Mississippi ARNG (MSARNG) Camp Shelby personnel during
the site visit and MSARNG environmental managers and operations staff;

o Identified Area(s) of Interest (AOls) and developed a preliminary conceptual site model (CSM)
to summarize potential source-pathway-receptor linkages of potential PFAS in sail,
groundwater, surface water, and sediment for each AOI.
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Report Organization

This report has been prepared in accordance with the USEPA Guidance for Performing
Preliminary Assessments under CERCLA (USEPA 1991). The report sections and descriptions of
each are as follows:

e Section 1 — Introduction: identifies the project purpose and authority and describes the
facility location, environmental setting, and methods used to complete the PA

e Section 2 — Fire Training Areas: describes the fire training areas (FTAs) at the facility
identified during the site visit

e Section 3 — Non-Fire Training Areas: describes other locations of potential PFAS releases
at the facility identified during the site visit

e Section 4 —- Emergency Response Areas: describes areas of potential PFAS release at the
facility, specifically in response to emergency situations

e Section 5 — Adjacent Sources: describes sources of potential PFAS release adjacent to the
facility that are not under the control of ARNG

e Section 6 — Conceptual Site Model: describes the pathways of PFAS transport and
receptors for the Areas of Interest (AOls) and the facility

e Section 7 —Conclusions: summarizes the data findings and presents the conclusions of the
PA

e Section 8 — References: provides the references used to develop this document
e Appendix A — Data Resources
o Appendix B — Preliminary Assessment Documentation

e Appendix C — Photographic Log

Facility Location and Description

Camp Shelby is located in southeastern Mississippi, in Perry, Forrest, and George Counties
(Figure 1-1). Currently, the facility comprises 248 operational ranges encompassing
approximately 132,195 acres. Camp Shelby is composed of property belonging in four different
categories: Department of Defense (DoD), State, US Forest Service (USFS) and Private Land.
The State of Mississippi owns and manages 7,927 acres of Camp Shelby, 7,268 acres are owned
by the DoD, and the USFS has jurisdiction over roughly 117, 000 acres, which fall within the De
Soto National Forest. The DoD and state lands are managed by the MSARNG in support of the
military mission. Private land is leased to MSARNG for military use, which includes low impact
training in these leased areas. The main part of Camp Shelby’s training area belongs to the USFS
and is operated under a Special Use Permit from the USFS granted in 2007 for 20 years. In 2007,
the Final Environmental Impact Statement for Renewal of Special Use Permit on the DeSoto
National Forest and Implementation of Installation Mission Support Activities at Camp Shelby,
Mississippi were completed to allow military training to continue on National Forest Lands.
Approximately 88 percent of Camp Shelby is within the De Soto National Forest. The USFS still
is the land manager for these lands (MSARNG, 2014).

The ARNG has designated Camp Shelby as a Maneuver Training Center-Heavy, and both ARNG
and Army Reserve use the installation. Additionally, the Mississippi Air National Guard (MSANG)
is a tenant via the C-17 Assault Strip Geographically Separated Unit (AS GSU) on Camp Shelby.
The C-17 AS GSU is used primarily for short runway takeoff and landing training and includes a
runway, taxiway, control tower, fire/rescue station, and maintenance bay/administrative building
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(BB&E, 2016). Training activities at Camp Shelby include troop bivouacking, wheeled vehicle
maneuvers, small arms training, artillery firing exercises, and tank training maneuvers. US
Highway 49 and Highway 98, located west and north of the installation, respectively, are major
access routes to Camp Shelby.

Facility Environmental Setting

Camp Shelby is characterized by gently rolling to hilly topography, with rounded ridges and broad,
mature drainage plains. Topographic relief ranges from 60 to 120 feet between depressions and
ridgetops. Elevation ranges from 280 feet above mean sea level (msl) in the cantonment area to
150 feet above msl in Black Creek Valley (MSARNG, 2001).

1.5.1 Geology

Camp Shelby is underlain by limestone, sandstone, and interbedded fine- to coarse-grained
sediments, including terrace and alluvial deposits.

The Tertiary Chickasawhay Limestone marks the top of the thickest marine deposit in Mississippi.
The Chickasawhay Limestone is a massive limestone unit located approximately 300 to 2,320
feet below ground surface (bgs). The Cypress Creek Salt Dome lies beneath the Chickasawhay
Limestone north of Camp Shelby and imparts a south-southwest dip to the overlying formations
(US Army Environmental Hygiene Agency [USAEHA], 1991). The formation’s dip is approximately
20 to 45 feet per mile (USACHPPM, 1999).

Overlying the Chickasawhay Limestone is the Miocene Catahoula Formation. The Catahoula
consists of interbedded clay, silt, sand, and gravel, and is approximately 240 to 640 feet thick at
a depth of 600 to 700 feet.

The Miocene Hattiesburg and Pascagoula Formations overlie the Catahoula Formation, and are
composed of lenticular clay layers, silts, sands, and gravels. The lower portion of the Hattiesburg
Formation contains two water-bearing sand units, informally known as the upper and lower
Hattiesburg sands. Though the upper sand serves locally as an aquifer in some areas, the lower
sand unit (approximately 90 feet thick) serves as a major aquifer in the Camp Shelby area.
Overlying the lower sand layer are several hundred feet of interbedded massive clays, clayey
silts, and sandy silts. The Hattiesburg Formation thickness ranges from 1 to 600 feet and depths
range from 0 to 400 feet bgs. The formation outcrops in the northern portion of the installation and
within local stream valleys. The Pascagoula Formation is a series of lenticular clays, silts, and
sands. It ranges in thickness from 1 to 730 feet (USACHPPM, 1999; USAEHA, 1991).

The youngest deposits exposed at Camp Shelby are the Pliocene Citronelle Formation,
Pleistocene terrace deposits, and recent alluvial deposits. The Citronelle Formation is
predominantly cross-bedded sand and gravel with some clay interbeds. This formation is exposed
primarily along hilltops in this region (Roth and Patrick, 2002). The terrace deposits and alluvial
deposits comprise lenticular sands, gravels, and clays exposed along major stream valleys,
including Leaf River to the northwest, and along several small creeks exiting the installation to the
southwest (USAEHA, 1991). The terrace and alluvial deposits range from 0 to 100 feet thick
(USACHPPM, 1999). A Pleistocene river channel lies beneath parts of the Leaf River northwest
of Camp Shelby. This river channel is approximately 80 feet deep and comes into contact with the
Hattiesburg Formation’s upper sand unit in this area (Brown, 1944).



PFAS Preliminary Assessment Report
Camp Shelby Joint Forces Training Center,
Mississippi

1.5.2 Hydrogeology

1.5.2.1 Aquifer System

The three major aquifers beneath Camp Shelby are, in ascending order, the confined Catahoula
Formation, the lower and upper sands of the Hattiesburg Formation, and the unconfined Citronelle
aquifer. Together, the Hattiesburg aquifer and the Catahoula aquifer comprise the Neogene
aquifer system and serve as the source for domestic, municipal, and industrial water supplies in
the area (ARNG and the US Department of Agriculture Forest Service [USDAFS], 2007;
USACHPPM, 1999).

The uppermost aquifer, the unconfined Citronelle, consists of up to 150 feet of unconsolidated
sands and sparse silty clay and gravel deposits. The lower portions of this aquifer are used for
agricultural and domestic water wells. The upper portion of the Hattiesburg Formation contains
several hundred feet of massive clays, clayey silts, and sandy silts. The relatively impermeable
sediments confine the underlying water-bearing units (upper and lower Hattiesburg sands) within
the lower portion of the Hattiesburg Formation. The upper sand unit is thin and discontinuous
but serves as a minor aquifer in some areas, while the lower sand unit serves as a major aquifer
for potable water, including the Camp Shelby water supply. The lower sand unit is separated from
the underlying water-bearing sands of the Catahoula Formation by impermeable, clayey confining
layers (USACE, 2009).

Groundwater Depths

Depths to the water table at Camp Shelby are shallowest at lower elevations in the stream valleys
and deeper in the elevated regions. Based on the water elevations presented in an unsaturated
zone water quality study at Camp Shelby, depths to groundwater range from less than 2 feet to
approximately 8 feet bgs in the Citronelle aquifer. These wells are located near the stream valleys
around the dudded impact area (Slack, Mirecki, and Lemire, 2004). According to the
geohydrologic study of firing points and the dudded impact area at Camp Shelby, depths to the
potentiometric level of the confined Hattiesburg aquifer are less than 50 feet bgs (USACHPPM,
1999).

Groundwater Flow

Without any installation-wide groundwater elevations at Camp Shelby, it is not possible to
accurately determine groundwater flow direction (Figure 1-2). The shallow groundwater flow
direction in the Citronelle and Hattiesburg Formations is expected to vary due to local topography
and lithology. Groundwater infiltrates readily into the permeable Citronelle Formation, migrating
downward and downslope until it reaches less permeable clay layers. Several seeps are present
in the valleys at the base of the Citronelle Formation, indicating that groundwater is discharging
at the top of these clays. The clay layers are relatively impermeable, preventing shallow
groundwater from reaching the Hattiesburg aquifer (the Hattiesburg Formation upper and lower
sands), and the shallow groundwater in both formations (Citronelle and Hattiesburg) discharges
to seeps and streams around Camp Shelby (USACHPPM, 1999). The Hattiesburg and the
Catahoula aquifers are separated by several hundred feet of impermeable clay layers, so the two
units are not hydraulically connected.

A shallow groundwater divide is assumed to run northwest to southeast across the northern region
of Camp Shelby. Northeast of this divide, the shallow groundwater flows to the north, toward Leaf
River, and southwest of this divide, groundwater flows south to the Black Creek. The Pascagoula,
Hattiesburg, and Catahoula Formations’ aquifers are not hydraulically connected to the shallow
groundwater beneath Camp Shelby. Because the shallow groundwater discharges to surface
water in the stream valleys, the potential groundwater receptor zone stops at the surface water
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bodies in which shallow groundwater is discharging to surface water. Because the Hattiesburg
aquifer is confined beneath clay layers, no potential groundwater receptors exist for this aquifer.

Recharge/Discharge

Recharge occurs at topographic highs, whereas discharge occurs in adjacent topographic lows.
The presence of numerous wetlands surrounding the creeks at Camp Shelby, considered with
shallow groundwater measurements in the monitoring wells installed near Middle Creek, Pearces
Creek, and Poplar Creek, indicate that groundwater is very shallow in these areas and discharges
to the surface water. Natural recharge to the Citronelle aquifer in the Camp Shelby area is
primarily through surface infiltration. Though the Pascagoula and Hattiesburg Formations are also
exposed at Camp Shelby, the Pascagoula Formation does not contain an aquifer, and the
Hattiesburg aquifer has an upward gradient and is confined beneath clay layers. Therefore,
surface water infiltrating the Pascagoula or uppermost Hattiesburg Formations where they are
exposed at Camp Shelby is not expected to reach the Hattiesburg aquifer (or the deeper
Catahoula Formation aquifer, which is also confined and has an upward gradient). Discharge from
the Citronelle and Hattiesburg aquifers includes pumping from wells for water supply.

Groundwater Use

Groundwater uses downgradient of Camp Shelby operational areas to the north, northeast, west,
and southwest of the installation are primarily domestic and public water supply from the
Citronelle, Hattiesburg, and Catahoula aquifers. Groundwater use in the Camp Shelby area
consists of private (domestic) wells and public supply wells that draw water from all three aquifers.
Well depths range from 30 to 900 feet bgs for the private wells and 180 to 1,090 feet bgs for the
public supply wells (USGS, 1992). Six active water supply wells exist on Camp Shelby (four in
the cantonment area and 2 in the operation area). The supply well near the aerial gunnery range
is located on the east side of the installation. The wells are between 400 and 1200 feet deep and
draw water from the lower sand of the Hattiesburg Formation.

Data provided by the ARNG indicate that samples from Camp Shelby drinking water wells were
taken on 29 March 2017 and analyzed for 18 different PFAS analytes (Appendix A). Only one
analyte, Perfluorotetradecanoic acid (PFTeA), was detected (1.73 parts per trillion [ppt]). However,
the field reagent blank associated with that sample also had a detection for PFTeA at 0.680 J ppt.
All other analytes sampled for were non-detect, and three other samples had field reagent blank
detections as well.

Based on the USEPA's Unregulated Contaminant Monitoring Rule 3 data, it was indicated that no
PFAS were detected in a public water system above the HA level within 20 miles of the facility.
PFAS analyses performed in 2016 had method detection limits that were higher than currently
achievable. Thus, it is possible that low concentrations of PFAS were not detected during the
UCMRS3 but might be detected if analyzed today.

1.5.3 Hydrology

Camp Shelby lies within the Pascagoula River basin. The major sub basins in the region are the
Leaf River near the north and northeast boundaries of Camp Shelby, and Black Creek to the
south. There are 744.2 miles of streams on Camp Shelby. Several streams, including Garraway,
Denham, Milky, Coleman, Carter, and Little Creeks, drain into the Leaf River. Black Creek
tributaries drain 90 percent of Camp Shelby. The primary Black Creek tributaries on Camp Shelby
include Chaney, Middle, Davis, Hartfield, Poplar, Pearces, Cypress, and Hickory Creeks. The
southeastern portion of Camp Shelby is drained by Whiskey Creek, which flows into the
Pascagoula River. Garraway, Denham, Milky, Coleman, extreme lower Poplar, and lower Hickory
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Creeks are intermittent streams (ARNG and USDAFS, 2007). A 1999 USACHPPM study found
that stream water at Camp Shelby is fairly acidic with low hardness (USACHPPM, 1999).

Lakes located on the installation include Dogwood Lake in the northwest corner of the operational
area, and Walker Lake, north of the operational area. These lakes are used primarily for recreation
by active, Reserve, and retired military members and their families. Recreational activities include
fishing, swimming, and boating. Janney Lake is located on the western edge of the dudded impact
area buffer zone, but it is off limits to recreational use (MSARNG, 2001; ARNG and USDAFS,
2007).

A 21-mile section of Black Creek is federally designated as a Scenic River (ARNG and USDAFS,
2007; USDAFS, n.d.), so it was considered a sensitive environment for the Phase | Assessment.
The Leaf and Pascagoula Rivers are within the 15-mile downstream surface water receptor zone
for Camp Shelby. Both rivers are considered high-quality recreational-use streams. The major
streams, flow directions, and water bodies within and surrounding the study area at Camp Shelby
are shown in Figure 1-3.

1.5.4 Climate

Camp Shelby has a temperate to subtropical climate that is influenced primarily by warm, humid
conditions of the Gulf of Mexico. Persistent humidity, moderate to heavy precipitation, and mild
temperatures are typical in this region. Hurricane conditions may occur during the summer and
fall. The average annual high temperature in Hattiesburg, Mississippi is 76.3 degrees Fahrenheit
(°F), and the average annual low temperature is 55.8°F. The area receives an average of 61.61
inches of rain per year (US Climate Data, 2020).

1.5.5 Current and Future Land Use

Camp Shelby is one of the largest state-owned US Army training sites in the nation. Camp Shelby
serves as a Training Site for active and reserve Army component units, hosting. National
Guardsmen and Reservists throughout the country. Training activities at the facility include troop
bivouacking, wheeled vehicle maneuvers, small arms training, artillery firing exercises, and tank
training maneuvers. Reasonably anticipated future land use is not expected to change from the
current land use.
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2. Fire Training Areas

No FTAs were identified at Camp Shelby during the PA through interviews (Appendix B.1) or
Environmental Data Resource Reports (Appendix A). All reported nozzle testing is performed
with water.

13



PFAS Preliminary Assessment Report
Camp Shelby Joint Forces Training Center,
Mississippi

3. Non-Fire Training Areas

In addition to FTAs, the PA evaluated areas where PFAS-containing materials may have been
broadly used, stored, or disposed. This may include buildings with fire suppression systems, paint
booths, AFFF storage areas, and areas of compliance demonstrations. Information on these
features obtained during the PA are included in Appendices A and B. Five non-FTAs where AFFF
was stored and/or potentially released were identified during the PA. A description of each non-
FTA is presented below and shown on Figure 3-1.

3.1 No Suspected Release Area A — Current Fire Station

The Current Fire Station is located on the north end of the installation. According to aerial imagery,
the Current Fire Station was built between 2012 and 2013. There have been no reported AFFF
releases at the building. During the VSI, two 5-gallon buckets of AFFF were noted in storage on
one of the firetrucks. Personnel at the station reported no knowledge of AFFF releases during the
entirety of the Current Fire Station’s existence.

3.2 Release Area A — Old Fire Station

The Old Fire Station is located on the southwestern end of the installation. According to aerial
imagery the Old Fire Station has been demolished within the last six years. According to
interviews with site personnel, the Old Fire Station had floor drains that led to the storm sewer
system. It was reported that bulk AFFF was stored in 5-gallon buckets at the station during its
operation.

According to the former Fire Inspector and Emergency Services Coordinator and the current Fire
Chief, the Old Fire Station housed one firetruck that held between 150 to 200 gallons of AFFF
until 2004. Enough AFFF 5-gallon buckets were stored at the station to be able to refill the truck.
There were no reported historical releases or spills of AFFF, but there is uncertainty given the
regular handling of AFFF that reportedly occurred. Nozzle testing was performed with water.
During the VSI, a storm drain was noted in the corner of the parking lot adjacent to the footprint
of the former building, as well as a cement-lined drainage ditch. Storm drains in the vicinity of the
Old Fire Station discharge to an unnamed tributary to Geiger Lake (MSARNG, 2017).

3.3 Release Area B — Old Hagler Airfield Fire Station

The Old Hagler Airfield Fire Station is located on the southern end of the installation, at the Hagler
Airfield. According to aerial imagery, the building was expanded between 1996 and 2004.
According to the former Fire Inspector and Emergency Services Coordinator and the current Fire
Chief, the Old Hagler Airfield Fire Station housed two emergency response vehicles that stored
AFFF until 2004. These trucks reportedly never leaked, and nozzle testing with AFFF did not
occur, but the trucks likely contained AFFF for readiness purposes. There were no reported
historical releases or spills of AFFF, but there is uncertainty regarding the handling of AFFF while
filling the trucks. Storm drains at the Old Hagler Airfield Fire Station lead to Hartfield Creek
(MASRNG, 2017).

The Old Hagler Airfield Fire Station now functions as an operations and drone hangar building.
During the VSI, seven Halon fire extinguishers were noted on the drone flight line adjacent to the
building. No AFFF was present in the building during the VSI.

14
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3.4 No Suspected Release Area B — Warehouse — Building
6519

The Warehouse — Building 6519 is located on the southwestern end of the installation, near the
Old Fire Station. During the VSI, a stock of 5-gallon buckets of Vulcan and Ansulite 3% AFFF was
noted in the Warehouse; approximately 675-gallons were observed. There was no evidence of
leaks or spills noted during the VSI, and drains were not present in the building. The building has
a wooden floor, which is elevated about 3 feet above ground surface. Site personnel reported no
knowledge of leaks or spills of AFFF in the Warehouse from at least 1985 to present.

3.5 Release Areas C & D — Waste Water Treatment Plant &
Sludge Drying Beds

The Waste Water Treatment Plant (WWTP) is located on the north end of the Cantonment area.
Prior to 2008, the WWTP was a Class IV system with sludge drying beds (Release Area C). After
2008, the current WWTP, which is a Class |l aerated system, began operating (Release Area D).
After 2008, sludge was no longer produced by the WWTP. The Class Il system currently
discharges to the Leaf River after treatment, while the old Class IV system historically discharged
to a tributary to Weldy Creek.

The 2016 MSANG PA report, which included the C-17 Assault Strip at Camp Shelby, noted that
releases of AFFF have occurred consistently via Aircraft Rescue and Firefighting (ARFF) vehicle
washing inside the C-17 fire station. These releases entered the floor drains and went to the oil
water separator (OWS). Beginning in 2011, the OWS was diverted to the Camp Shelby sanitary
sewer system, which leads to the WWTP.

15
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4, Emergency Response Areas

No emergency response areas were identified at Camp Shelby during the PA through interviews
(Appendix B.1) or Environmental Data Resource Reports (Appendix A). The Camp Shelby Fire
Department is responsible for responding to emergencies at the facility.
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5. Adjacent Sources

One potential off-facility source of PFAS adjacent to Camp Shelby, not under control of the
MSARNG, was identified during the PA. A description of the adjacent source is presented below,
and the adjacent source location is shown on Figure 5-1.

5.1 MSANG C-17 Assault Strip

The C-17 Assault Strip is a 210-acre area operated by the MSANG and owned by the US Air
Force. This parcel of MSANG land is located in the northeast part of the Cantonment area of
Camp Shelby (which is in the northwest corner of the installation) and consists of an airstrip and
associated Fire Station.

The Fire Station at the C-17 Assault Strip became active in 2007. AFFF is used in the ARFF
vehicles. During a PA in 2016, two P-19 vehicles were present at the station as well as a foam-
carrying trailer (BB&E, 2016). The vehicles each carried 130 gallons of AFFF, and the Foam Trailer
carried 1,000 gallons of AFFF. ARFF vehicles are washed consistently inside the C-17 Fire Station
or on the ramp on the nor